
Marvel-Schebler Carbureter Division, Borg-Warner Corporat ion, Fl int, Michigan, U. S. A.
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6 6 6 4 - A Carbu re te r Assemb ly Comp le te
Carbureter Body Assembly
Throttle Shaft Assembly 
Throttle Valve 
S c r e w -

Screw (#8-32 X%") Throttle Adjusting 
Screw (14 "-28) Drill Plug
Screw (#8) Choke Swivel—1; Choke Tube Clamp—1 
Screw (#8-32 xii") Drill Plug
Screw (“Sems”) Throttle Valve 
Screw—Bowl Cover 

Screw (#8-32 x%") Venturi Lock—1; Choke Brkt. to Body
Gasket—Nozzle Retainer (1); Float Valve Seat (1)
Gasket—Power Adjusting Needle Packing Retainer
Gasket—Idle Tube 

Gasket—Bowl Cover
Gasket—Main Nozzle 
Gasket Assortment 

Spring—Choke Return 
Spring—Throttle Adjusting
Spring—Idle Adjusting 
Spring—Choke Valve Flapper
Choke Shaft Assembly 
Choke Valve Assembly 
Swivel—Choke Lever 

Choke Bracket Assembly 
Float and Lever Assembly 
Shaft—Float Lever 

Idle Needle Assembly 
Fuel Adjusting Needle Assembly
Packing—Throttle Shaft 
Packing—Power Adjusting Needle 
Packing Nut—Power Adjusting Needle
Venturi (f|" Diameter Throat)
Main Nozzle
Retainer—Idle Tube 

Bowl Cover Assembly Complete
Plug—Back Suction 
Cotter Pin—Choke Swivel 
Drain Cock
Retainer—Power Adjusting Needle
Welch Plug—Idle Drilling 
Welch Plug—Throttle Shaft Bore 
Welch Plug 
Idle Tube Assembly
Float Valve, Seat and Gasket Assembly (Matched)
Repair Kit 

1 0 - 2 6 0 9
1 0 - 2 6 1 0
1 3 - 8 7 0

1 4 - 1 3 9
1 5 - 2 3

1 6 - 1 1 8
1 5 - 2 2 3
1 5 - 2 8 5
1 5 - 4 0 9
1 5 - 4 8 3

1 5 - A 8 6
1 5 - A 9 3

3 5 1 0 6 - A

1 4 8 2 8 - A
1 4 8 4 0 - A

1 4 8 2 6 - A
1 4 8 1 1 - A
1 4 8 2 7 - A
1 4 8 1 2 - A
1 6 5 0 7 - X

■h o k e V a l v e

1 4 8 5 6 - A
1 4 8 6 4 - A

1 4 8 4 6 - A
1 4 8 7 8 - A
1 4 8 4 8 - A

1 6 - 4
1 6 - 1 7
1 6 - 2 8
1 6 - 2 9 9
1 6 - 4 6 6
1 6 - 5 8 6

2 4 - 2 1 3

2 4 - 2 6 2
2 4 - 2 6 5
2 4 - 3 6 7

2 6 - 6 9 1
2 7 - 6 3 6
2 8 - 4 9
2 9 - 6 1 4
3 0 - 5 9 6

3 2 - 1 6

4 3 - 5 4 2

4 3 - 6 4 5
4 4 - 2 7

4 4 - 2 8

1 7 5 7 7 - A
1 4 8 2 7 - A
1 4 8 4 4 - A
1 4 8 4 2 - A

1 4 8 3 5 - A
3 4 6 4 4 - A
1 4 8 7 5 - A

1 4 8 6 5 - A
1 7 5 7 9 - A
1 4 8 4 9 - A
1 4 8 3 1 - A

1 4 8 5 3 - A
1 4 8 5 2 - A
3 4 5 4 9 - A
3 4 5 4 8 - A
3 4 6 5 0 - A
1 4 8 7 0 - A

4 6 - 1
4 6 - 3 4 4
4 7 - 2 4 5
5 5 - 2 0 8
6 6 - 5 5 1

8 0 - 8 8
8 2 - 1 6 1 4 8 3 6 - A

1 4 8 5 7 - A8 7 - 3
9 4 - 1 6
1 7 9 - 9
1 7 9 - 1 0

1 7 9 - 3 2
2 2 9 - 5 3 9
2 3 3 - 5 5 8

2 8 6 - 6 4 0

1 7 5 8 1 - A
1 4 8 1 8 - A

1 7 5 8 2 - A
1 4 8 4 5 - A
3 4 5 4 7 - A
8 4 0 0 4 1 - M 9 1

Parts included in repair kit are shown in bold type

Float setting: 1%" from the gasket to the bottom of the float.
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