
Marvel-Schebler Carbureter Division, Borg-Warner Corporation. Flint, Micbigan. U. S. A.
Marve l -Scheb le r No . C u s t o m e r N o . S i z e C u s t o m e r M o d e l Y e a r

T S X - 2 2 5 (See Below) %
u

J. I- Case (See Below)

USED ON THE FOLLOWING EQUIPMENT
(Gasoline) (Engine 225)

Power Units (Distillate) (Engine VA-124)
VA Tractors (Distillate) (Engine VA-124)

1 9 4 5 & U p P a r t N o . V T - 4 1 2 1
1945 &Up Part No. VT-4327
1 9 4 2 & U p P a r t N o . V T - 4 0 6 2

P a r t N o .

1 0 - 2 8 5 4

1 0 - 2 8 7 7
1 3 - 8 3 9
1 4 - 1 6 9
1 6 - 4 2

1 5 - 2 2 3
1 6 - 2 8 5
1 5 - A 8 2
1 5 - A 9 1

1 5 - A 9 3

P a r t N a m e

Carbureter Assembly Complete 
Carbureter Body Assembly
Throttle Shaft, Throttle Lever Assembly
Valve—Throttle (20°)  
Screw (#8-32 X%" Fill. Head) Throttle Stop
Screw 04 "-28 Headless) Idle Drilling
Screw (#8-32 XA") Choke Swivel—1; Choke Bracket—1
Screw (#12-24 x%" Flat Fill. Head) Throttle Body to Bowl
Screw (#4-40 XM" Binding Head) Throttle Valve—2; Choke Valv
Screw (#8-32 X%") Choke Bracket 
Gasket—Float Valve Seat
Gasket—Throttle Body to Bowl
Gasket—^Main Nozz le
Gasket—Fuel Adjusting Needle
G a s k e t A s s o r t m e n t
Spring—^Choke Return 
Spring—Throttle Stop Screw 
Spring—Idle Needle 
Spring—Power Adjusting Needle 
Spring—Choke Valve Flapper 
Choke Shaft and Lever Assembly
Choke Valve Assembly 
Swivel—Choke 
Choke Bracket Assembly 
Float and Lever Assembly 
Shaft—Float Lever 
Idle Adjusting Needle 
Power Adjusting Needle Assembly  .
Packing Throttle Shaft 
Packing—Choke Shaft 
Venturi (fi" Diameter Throat)  ....
Nozzle Assembly 
Jet—Idle 
Jet—Economizer 
Jet Power 

Cup Throttle Shaft  
Retainer—Throttle Shaft Packing 
Retainer Choke Shaft Packing 
Pin—Throttle Stop 
Washer—Plain (Power Adjusting Needle) 
Pin—Cotter (Choke Swivel) 
Strainer—Fuel Drain 
Plug—Bowl Drain 
Retainer—^Fuel Drain 
Throttle Body Assembly 
Float Valve, Seat and Gasket Assembly (Matched)
Repair Kit 

2 . . .

1 6 - 4
1 6 - 8 0
1 6 - 4 4 9
1 6 - 4 9 1

1 6 - 5 9 2
2 4 - 2 4 7
2 4 - 2 6 2

2 4 - 3 4 0

2 4 - A l
2 4 - A 4 3

2 6 - 6 3 7
2 7 - 5 5 0
2 8 - 4 9
2 9 - 5 3 6

3 0 - 6 0 0
3 2 - 2 7

4 3 - 3 3
4 3 - 6 2 7

4 4 - 3 8 - F
4 4 - 3 9 ●
4 6 - 4 7 3
4 7 - 5 8 9

4 9 - l O l L
4 9 - 1 4 5
4 9 - 1 5 8

5 5 - 2 3 0
5 5 - 2 3 1

5 5 - 2 4 3

6 2 - 1 6 7

7 8 - 2 9 9
8 2 - 1 6

9 6 - 4 0
9 9 - 7

1 7 9 - 3 5
2 2 7 - 1 0 2 0
2 3 3 - 5 3 6
2 8 6 - 7 6 3

Parts included In Repair Kit are shown in bold type
Float setting: 14" from the gasket to the nearest surface of the float

replace felt packing #44-38 with synthetic packing #44-63, no retainer-F In service
required.

●In service replace felt packing #44-39 with synthetic packing #44-66
required.

, n o r e t a i n e r

P R I N T E D I N U . S . A .
J . I . Case


