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Carbureter Assembly Complete 
Carbureter Body Assembly
Throttle Shaft and Lever Assembly 
Throttle Valve (15°)
Screw (#8-32 x%" Fill. Head) Throttle Lever
Screw (14 "-28 Headless) Idle Drilling
Screw (#10) Choke Lever Stop
Sc rew (#12 -24 x%" F la t F i l l Hd . ) Th ro t t l e Body t o Bow l ( 4 )
Screw (#4-36 x14" Round Head) Throttle Valve (2) 
Screw (#4-36 xff” Round Head) Choke Valve (2 Req’d)
Gasket—Float Valve Seat 

Gasket—Throttle Body to Bowl
Gasket—Main Nozzle 

Gasket—Fuel Adjusting Needle 
Gasket Assortment 

Spring—Throttle Lever Screw
Spring—Idle Needle 
Spring—Choke Valve Flapper 
Spring Choke Lever Stop Screw
Spring—Fuel Adjusting Needle 
Choke Shaft and Lever Assembly
Choke Valve

Float and Lever Assembly 
Float Lever Shaft 

Needle Idle Adjusting 
Needle—Fuel Adjusting Assembly 
Packing—Throttle Shaft 
Packing—Choke Shaft 
Venturi (%" Diameter Throat)
Nozzle 
Jet—Idle 
Jet—Power 
Cup Throttle Shaft 
Retainer Throttle Shaft Packing 
Pin—Throttle Stop 
Washer—Plain (Choker Lever Stop Screw) 
Washer—Plain (Fuel Adjusting Needle)
Plug—Bowl Drain 
Throttle Body Assembly 
Float Valve, Seat and Gasket Assembly (Matched)
Repair Kit 

1 0 - 1 9 6 0
1 0 - 1 9 6 2
1 3 - 7 2 9

1 4 - 1 7 5
1 5 - 1 1 8
1 5 - 2 2 3
1 5 - 3 9 7
1 5 - A 8 2
1 5 - A 9 1

1 5 - A 9 2

E E - 7 3 3

E E - 9 5 0 3
E E - 9 5 0 4
R E - 7 1 3 3

E E - 9 5 1 7
G M - 1 0 0 6 7 4
E E - 9 5 0 5
E E - 9 5 1 6
R E - 7 1 2 4

E E - 9 5 3 7
E E - 9 5 3 8
L E - 7 0 2 8
1 0 - P 7 4
R E - 7 1 1 8

E E - 9 5 2 7
E E - 9 5 2 0

1 6 - 4
1 6 - 8 0
1 6 - 4 4 9
1 6 - 4 9 1
1 6 - 5 9 2

2 4 - 2 6 2
2 4 - 3 4 0
2 4 - 4 2 5
2 4 - 4 8 0

2 4 - A l
2 6 - 6 3 1
2 7 - 5 3 0
3 0 - 6 0 0
3 2 - 2 7
4 3 - 3 3

4 3 - 6 2 7

4 4 - 3 8 ●
4 4 - 3 9 ■
4 6 - 4 4 8
4 7 - 5 9 4
4 9 - 1 0 1 - L
4 9 - 1 5 9

5 5 - 2 3 0
5 5 - 2 3 1
6 2 - 1 6 7
7 8 - 1 8 4

7 8 - 2 9 9
9 9 - 7
2 2 7 - 6 2 4
2 3 3 - 5 3 6

2 8 6 - 6 1 6

L E - 9 0 0 4

E E - 9 5 1 4
E E - 9 6 1 5
E E - 9 5 1 2
E E - 9 5 1 3
E E - 9 5 2 6
1 0 - P 7 7

E E - 9 5 0 6
E E - 9 5 2 1
E E - 9 5 2 8
E E - 9 6 2 9
E E - 9 5 3 0
E E - 9 5 3 1

E E - 9 5 3 6
E E - 9 5 0 7
E E - 9 5 3 5
E E - 9 5 1 8
E E - 9 6 2 3
9 0 6 1 - S
E E - 9 5 0 2
E E - 9 5 1 1

Achangeover for Electric Starter requires: 26-638—Choke Assembly Complete

are shown in hold type

Float setting: 14" from the gasket to nearest surface of the float.

●In service replace felt packing No. 44-38 with synthetic packing No. 44-63,
r e t a i n e r r e q u i r e d .

■In service replace felt packing No. 44-39 with synthetic packing No. 44-66,
r e t a i n e r r e q u i r e d .

Parts included in Repair Kit
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