
Marvel-Schebler Carbureter Division, Borg-Warner Corporat ion, Fl int , Michigan, U. S. A.
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1 0 - 2 1 3 8
1 0 - 2 1 3 9
1 3 - 7 6 2

1 4 - 1 6 9
1 5 - 4 2

1 5 - 2 2 3
1 5 - 2 8 5
1 5 - A 8 2
1 5 - A 9 1
1 5 - A 9 3

6 3 0 7 - A
1 7 0 6 3 - A
1 S 4 8 6 - A

1 5 4 9 0 - A
1 5 4 8 7 - A
1 4 8 1 1 - A
1 4 8 2 7 - A

Carbureter Assembly 
Carbureter Body and Plugs Assembly
Throt t le Shaf t , Throt t le Stop and Throt t le Lever Assembly. . .
Throttle Valve (20°)  
Screw (#8-32 x%") Throttle Stop Adjusting
Screw (%"-28) Idle Drill Plug 
Screw (#8-32 x^") Choke Swivel and Choke Bracket
Screw (#12-24 x%" Fill. Head) Body
Screw (#4-40 XW") Throttle Valve—-2; Choke Valve—2
Screw (#8-32 x%") Choke Bracket Clip 
Gasket—Float Valve Seat 
Gasket—Bowl Cover
Gasket—Nozzle 

Gasket—Power Adjusting Needle 
Gasket Assortment 

Spring—Choke Return 
Spring—Throttle Stop Adjusting Screw 
Spring—Idle Adjusting Needle .
Spring—Choke Valve Flapper 
Spring—Power Adjusting Needle 
Choke Shaft and Lever Assembly
Choke Valve Assembly 
Choke Swivel 

Choke Bracket Assembly
Float and Lever Assembly 
Float Lever Shaft 

Idle Adjusting Needle 
Power Adjusting Needle
Packing—Throttle Shaft 
Packing—Choke Shaft 
Venturi (f|" Diameter Throat) 
Nozzle—Main 
Jet—Idle 

Jet—Economizer 
Jet—^Power 
Cup Throttle Shaft 

Retainer—Throttle Shaft Packing 
Retainer Choke Shaft Packing 
Pin—Throttle Stop  
Washer—Power Adjusting Needle
Cotter Pin—Choke Swivel 

Drain Plug
Throttle Body Assembly
Float Valve and Seat (Matched) 
Repair Kit 

1 5 4 7 8 - A

1 6 - 4 1 4 8 5 6 - A
1 5 4 6 2 - A
1 5 4 5 9 - A
1 6 4 7 3 - A

8 4 0 1 2 5 - M 9 1
1 5 4 4 9 - A
1 4 8 2 7 - A

1 5 4 7 1 - A
1 5 4 5 4 - A

1 6 - 8 0
1 6 - 4 4 9
1 6 - 4 9 1
1 6 - 5 9 2

2 4 - 1 5 3

2 4 - 2 6 2

2 4 - 3 4 0
2 4 - 4 2 5

2 4 - A l

2 6 - 6 2 7
2 7 - 5 3 9
2 8 - 4 9
2 9 - 5 2 0
3 0 - 6 0 0

3 2 - 2 7

4 3 - 3 3

4 3 - 6 2 7
4 4 - 3 8 +
4 4 - 3 9 ●
4 6 - 4 6 7

4 7 - 5 8 9
4 9 - 1 0 1 - L

4 9 - 1 4 5

4 9 - 1 8 8

5 5 - 2 3 0

5 5 - 2 3 1

5 5 - 2 4 3

6 2 - 1 6 7

7 8 - 2 9 9
8 2 - 1 6
9 9 - 7

2 2 7 - 6 3 9
2 3 3 - 5 3 6

2 8 6 - 5 7 6

1 6 4 4 8 - A

1 4 8 3 5 - A

1 6 4 8 0 - A
1 5 4 8 1 - A
1 5 4 7 0 - A

1 5 4 8 8 - A

1 7 0 6 4 - A
1 5 4 5 8 - A
1 5 4 6 9 - A

1 5 4 6 8 - A

1 7 0 6 5 - A
1 5 4 6 7 - A

1 5 4 8 9 - A

1 5 4 4 3 - A
1 5 4 6 6 - A
1 5 4 7 4 - A
1 4 8 3 6 - A
1 5 4 6 1 - A
1 5 4 6 5 - A
1 5 4 7 9 - A

8 4 0 0 3 7 - M 9 1

R E P L A C E I N S E R V I C E W I T H T S X - 1 5 5

Parts included in repair kit are shown in bold type

Float setting; 14" from the gasket to the nearest surface of the float.

+In service replace felt packing #44-38 with synthetic packing #44-63, no retainer required.
●In service replace felt packing #44-39 with synthetic packing #44-66, no retainer required.
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